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䤎Non-solvent proof.
䤎High Ripple, Long Life.
䤎For Ballasts stabilizer and other long life
required applications.

䤎RoHS compliant.
䤎Halogen-free capacitors are also available.

䤎䤎110055℃℃ 88,,000000~~1122,,000000HHrrss aassssuurreedd..

DDIIMMEENNSSIIOONNSS OOFF NNFFRR SSeerriieess

NFR Series

NNFFLL NNFFRR

High Ripple

Marking :DARK BROWN SLEEVE, SILVER INK

※ØØ8×11.5~20L, L' 䥰 L+1.5

ØØDD
ØØdd
FF
ØØDD′′
LL′′

10
0.6
5.0

8
0.6
3.5

ØD+0.5 max.
L+2.0 max.

12.5
0.6
5.0

16
0.8
7.5

18
0.8
7.5

20
0.8
7.5

Unit(mm)

RRaatteedd VVoollttaaggee RRaannggee

OOppeerraattiinngg TTeemmppeerraattuurree RRaannggee  

CCaappaacciittaannccee TToolleerraannccee

LLeeaakkaaggee CCuurrrreenntt

DDiissssiippaattiioonn FFaaccttoorr((TTaannδδ))

TTeemmppeerraattuurree CChhaarraacctteerriissttiiccss

LLooaadd LLiiffee

SShheellff LLiiffee

OOtthheerrss

SSPPEECCIIFFIICCAATTIIOONNSS

Rated Voltage(VDC) 160~250 350~500

Tanδ(Max.) 0.20 0.24

Rated Voltage(VDC) 160~250 350~400 420~500

Z(–25℃)/Z(20℃) 3 5 6

Z(–40℃)/Z(20℃) 6 6 -

c·v Time After 1 minute After 5 minutes

䥰 1000 I=0.1CV+40 I=0.03CV+15

＞ 1000 I=0.04CV+100 I=0.02CV+25

(at 120Hz)

((MMaaxx.. IImmppeeddaannccee rraattiioo))

lltteemm CChhaarraacctteerriissttiiccss

160~400 VDC                                                         420~500 VDC         

-40~+105℃ -25~+105℃

±20%(M)     (at 20℃, 120Hz)

Where, I:Max. Leakage current(㎂) C:Nominal capacitance(㎌) V:Rated voltage(VDC) (at 20℃)

(at 20℃, 120Hz)

The following specifications shall be satisfied when the capacitors are restored to 20℃ after the rated
voltage with the rated ripple current is applied (the peak voltage shall not exceed the rated voltage) for
12,000 hours at 105℃. (where, 8,000 hours for Ø8, 10,000 hours for Ø10, Ø8x50L)

Capacitance change 䥰 ±20% of the initial value
Tanδ 䥰 200% of the initial specified value
Leakage current 䥰 The initial specified value

The following specifications shall be satisfied when the capacitors are restored to 20℃
after exposing them for 1,000 hours at 105℃ without voltage applied. The rated voltage
shall be applied to the capacitors for a minimum of 30 minutes, at least 24 hours and
not more than 48 hours before the measurements.

Capacitance change 䥰 ±20% of the initial value
Tanδ 䥰 200% of the initial specified value
Leakage current 䥰 500% of the initial specified value

Satisfied characteristics KS C IEC 60384-4
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VVDDCC

lltteemmss
㎌㎌

1100
2222

2255

2277
3333
3399
4477
5566

6688

8822

110000

112200
115500

222200

227700

333300

339900
447700

116600

ØØDD××LL((mmmm)) ØØDD××LL((mmmm))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))

220000

10×16 320 10×16 320
10×16 450 10×16 450

10×16 478
8×20 465
10×16 478

10×16 500 10×16 500
10×16 600 10×20 650
10×16 613 10×20 670
10×20 750 12.5×20 850
10×20 788 12.5×25 1,013
10×20 900 10×33 1,200

12.5×20 950 12.5×25 1,070
12.5×25 1,025 16×20 1,250
12.5×25 1,125

16×25 1,300
16×20 1,125
16×25 1,339 16×25 1,339
16×25 1,510 16×25 1,510
16×31.5 1,933

18×31.5 2,030
18×25 1,870
16×35.5 2,189 18×35.5 2,300
16×40 2,516

18×40 2,586
18×31.5 2,446
18×35.5 2,745
18×40 3,064

VVDDCC

lltteemmss
㎌㎌

225500

ØØDD××LL((mmmm)) ØØDD××LL((mmmm))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))

335500

8×11.5 160
8×11.5 180
10×12.5 250
8×15 240 8×20 350
10×16 350 10×16 330
10×16 470

12.5×20 650
10×20 500

12.5×16 613
10×33 700

12.5×25 750
12.5×20 688 16×20 750

8×50 875 10×50 950
12.5×20 850 16×20 950
10×40 1,125 16×31.5 1,300

12.5×25 1,070 18×25 1,300
12.5×30 1,340

18×25 1,400
16×20 1,340
16×25 1,400

18×31.5 1,550
18×20 1,400
18×20 1,450
18×25 1,740

12.5×50 1,910
18×31.5 1,960
18×31.5 2,040

44..77

66..88

1100

2222

3333

4477

6688

8822

110000

112200
115500

118800

222200
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RRAATTIINNGGSS OOFF NNFFRR SSeerriieess

VVDDCC

lltteemmss
㎌㎌

11
22..22

33..33

44..77

66..88

1100

1155

2222

3333

4477

5566
6688
8822
110000

112200

115500
118800

440000

ØØDD××LL((mmmm)) ØØDD××LL((mmmm))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))

442200

VVDDCC

lltteemmss
㎌㎌

445500

RRAATTEEDD RRIIPPPPLLEE CCUURRRREENNTT MMUULLTTIIPPLLIIEERRSS

112200 11kk

0.35 0.65 0.90 0.95 1.00
0.40 0.70 0.90 0.95 1.00
0.45 0.75 0.90 0.95 1.00

1100kk 110000kk5500kk

11~~1155

2222~~8822

110000~~447700

Frequency Multipliers

8×11.5 60
8×11.5 100
8×11.5 130
10×12.5 150
8×11.5 145
10×12.5 170
8×15 180
10×16 280
8×20 350

10×20 360
10×16 350
10×20 410

12.5×16 410
12.5×20 450

10×25 500 12.5×25 580
12.5×20 550 16×20 725
12.5×25 780 12.5×30 750
16×20 800 16×25 920
16×25 980 12.5×40 920
18×20 980 16×25 980

18×25 1,350 18×25 1,100
18×31.5 1,500 18×31.5 1,300
18×35.5 1,650 18×35.5 1,400

18×40 1,850
18×35.5 1,600
18×40 1,750

18×45 1,900
18×45 2,000

12.5×20 440
12.5×25 500
16×20 500

12.5×30 600
16×25 600
18×20 600
16×31.5 700
18×25 700

12.5×50 860

18×31.5 880

12.5×60 1,180
18×35.5 1,200
18×40 1,300
18×45 1,500
20×40 1,500

44..77

66..88

1100

1155

2222

3333

4400

4477

6600
6688
8822

110000

112200

115500

ØØDD××LL((mmmm))
RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))
ØØDD××LL((mmmm)) RRaatteedd RRiippppllee CCuurrrreenntt

((mmAArrmmss//110055℃℃,, 110000kkHHZZ))

550000

8×20 220
10×16 220
10×16 250
10×20 280
10×20 360
10×20 400

12.5×20 450
12.5×25 580

16×20 725

12.5×30 750
16×25 920

10×50 900
12.5×40 920
16×25 980

18×25 1,100
18×31.5 1,300

18×35.5 1,400

18×40 1,650
18×45 1,800
20×40 1,800

FFrreeqq..((HHzz))
CCaapp..((㎌㎌))

18×20 950




